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- MODULARNI MULTIMETR, PODSVICENY GRAFICKY DISPLEJ, VESTAVENY PORT RS485,
—electric POMOCNE NAPAJENI 100-240VAC/110-250VDC, VICEJAZYCNY: ANGLICTINA, CESTINA,
ENERGY AND AUTOMATION POLSTINA, NEMCINA A RUSTINA
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Wiring diagrams
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DMG210L01 functional information, illustrations and instructions in this brochure are purely illustrative, and are consequently not contractually binding
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Three-phase without neutral in ARON connection
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CODE [ AuksUReLY |
DMG100-110-200-210-300 | 100..240VAC

110...250vV0C
DMGE... 100, 440VAC
| rioasewe
DMG7000-7500-8000-3000 | 100...240VAG

110, 250VDC

DMG210L01

MODULARNI MULTIMETR, PODSVICENY GRAFICKY DISPLEJ, VESTAVENY PORT RS485,
POMOCNE NAPAJENI 100-240VAC/110-250VDC, VICEJAZYCNY: ANGLICTINA, CESTINA,

ero-

RS485 for DMG110 and RS485 for DMGE10
DMG210
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POLSTINA, NEMCINA A RUSTINA

Three-phase with or without neutral
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RS485 for DMGT7500 and
DMGS000
s,le

RE485

Certifications and compliance

Compliance
CSA C22.2n°14
IEC/EN 61000-6-2
IEC/EN 61000-6-4
IEC/EN 61010-1
UL508

Certificates
cULus
EAC
GOST
RCM

DMG210L01 The characteristics described in this document are subject to updates or modifications at any time. The descriptions, technical and 212

functional information, illustrations and instructions in this brochure are purely illustrative, and are consequently not contractually binding



