JLovato M2P00911230A7
— electric SPOUSTEC PRO PRIME SEPNUTI M2P, 230VAC, 50/60HZ, 4A, V KRYTU S MOTOROVYM
ENERET AHDALFSHATION SPOUSTECEM A JISTENIM

Product designation Direct-on-line
starter
Product type designation M2P00911
Electrical features
Relay adj range A 2.5-4
IEC technical characteristics (<440V)
le A 4

kw kw 1.1...1.5
Mechanical features

Weight g 1515
Ambient conditions
Operating temperature

min °C -25
max °C +60

Storage temperature
min °C -40
max °C +70
Resistance & Protection
Frontal IP degree IP65
Dimensions

The characteristics described in this document are subject to updates or modifications at any time. The descriptions, technical and
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JLovato M2P00911230A7
SPOUSTEC PRO PRIME SEPNUTI M2P, 230VAC, 50/60HZ, 4A, V KRYTU S MOTOROVYM

____electric A vy
B SPOUSTECEM A JISTENIM
NERGY AND AUTOMATION
1895 (7.46")
168.4 (6.70")
110 (4.33") f————— 1623 (6.39")
1485 (5.85")

234(9.21")
25 (8.85")

]

PG13.5/M20
PG16/M25
knockeuts on top and bottam

Wiring diagrams
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JLovato M2P00911230A7

electric SPOUSTEC PRO PRIME SEPNUTI M2P, 230VAC, 50/60HZ, 4A, V KRYTU S MOTOROVYM
e SPOUSTECEM A JISTENIM
Incorporated button control Power
and rotary actuator for 3-phase motors connection for 1-phase
motors
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| = Start; O = Stop; E = Emergency Stop
Certifications and compliance
Compliance

IEC/EN 60947-1
IEC/EN 60947-4-1

Certificates
EAC
EC001037 -
Motor
ETIM 8.0 starter/Motor
starter
combination
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