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configuration: F - Hot Dip Galvanized, zinc-layer 50 - 100 µm

sales amount: á 1 pc

classification: ZP 27/2008 ........ P90-R

  DIN 41012-12 .... E90

  STN 92 0205 ..... PS 90

  Fire classification is depend on the specific conditions of the cable 
  tray, detailed in the catalog Systems with maintained functionality 
  in fire.

storage:  EN 60721-3-1

type number: SPL 200 A = 214 mm

  SPL 300 A = 304 mm

  SPL 400 A = 424 mm

  SPL 500 A = 514 mm

  SPL 600 A = 604 mm

  SPL 800 A = 814 mm

  SPL 1000 A = 1024 mm

  SPL 1200 A = 1204 mm

product description: The ceiling profile is used as an element to create a supporting 
structure for a cable tray.

Suitable for attaching DTBS and DT brackets.

The ceiling profile in combination with a DTBS bracket is used for 
a standardized cable tray. The bracket is fastened using two S 
10X40 bolts (S 10X50 for double-sided mounting), M 10 nuts and 
PD 10 washers.

The DT bracket is fastened using two S10X40 bolts, M 10 nuts 
and PD 10 washers or using PM 41 M 10 sliding nuts and a 
S 10X20 hexagonal bolt.
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