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Specifikace

Acti 9 - PowerTag - 3P+N - horni
umisténi - max. 63A - Energy

Sensor
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Zakladni popis
Range of product PowerLogic

oznaceni vyrobku

PowerTag A9 M63

typ produktu nebo soucasti

Snimac¢ energie

Poles 3P +N
Maximum current [Imax] 63 A
[Ib] Basic current 10A
Starting current 40 mA
Saturation current 130 A

pouziti vyrobku

Rozvrzeni nakladd
Monitorovani zatéze
Monitorovani obvodu
Alarm na pretizeni
Energy management

kompatibilita

Acti9 Smartlink SI B

Acti9 Smartlink SI D

Acti9 PowerTag Link C

Acti9 PowerTag Link

Acti9 PowerTag Link HD

Wiser IP module

EcoStruxure Panel Server Universal
EcoStruxure Panel Server Advanced
PrismaSet Active

Application

Budovy: monitorovani napéti jistice
Budovy: rozvrzeni nakladu
Budovy: alarm na pretizeni

kompatibilni rada

Acti 9 Acti 9 IKQE RCBO
Multi 9 Multi 9 C60

Multi 9 Multi 9 ID

Multi 9 Multi9 C32N

Multi 9 Multi9 C65

Acti 9 Acti 9D

Acti 9 Acti 9iID K

Acti 9 Acti 9 iIK60

Acti 9 Acti 9 iIKQ

Acti 9 Acti 9 K60

Acti 9 Acti 9 Reflex iC60
Acti 9 Acti 9iC65

Acti 9 Acti 9 DT60

Acti 9 Acti 9 iC60 single terminal

typ méreni
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Napéti

Cinna energie
Proud

Cinny vykon
Uginik

Scfénﬁeider

ectric

Pravni omezeni: Tato dokumentace neni uréena jako nahrada a nesmi se pouzivat k uréeni vhodnosti nebo spolehlivosti téchto produktti pro specifické uzivatelské aplikace.



trida presnosti

T¥ida 1 proud podle IEC 61557-12

TFida 0.5 napéti podle IEC 61557-12
Tfida 1 ¢inny vykon podle IEC 61557-12
Trida 1 ¢inna energie podle IEC 61557-12
Trida 1 ucinik podle IEC 61557-12

montazni poloha Horni
upevnéni Na jisti¢
pouziti vyrobku Rozvadéé

stupen kryti IP

Ztrata napéti with measured current at voltage loss

vedeni podporujici pifenos

Radiova frekvence 2,4...2,4835 GHz podle IEEE 802.15.4

Emission power 10 mW
Doplriky
Form factor Monoconnect

montaz

Srouby (svorkovnice)

Electrical connection (voltage

sensing & power supply)

Konektor kryty hfebenové listy

prurez kabelu

1 pevny cable 1,5...16 mm?
2 lankovy cable 1,5...2,5 mm?
2 pevny cable 1,5...2,5 mm?
1 lankovy cable 1,5...16 mm?

supply voltage

220...240 V AC, +/- 20 %, mezi fazi a nulovym vodi¢em
380...415 V AC, +/- 20 %, mezi fazemi

frekvence sité 50 Hz
60 Hz

Maximum power consumption 2 VA

Standardy IEC 61557-12
IEC 61010-1
IEC 61010-2-030
IEC 61326-1
ETSI EN 300 328
ETSI EN 301 489-1

vyska 16,5 mm

Sirka 72 mm

hloubka 43 mm

hmotnost pristroje 359

barva

Bila (RAL 9003)

oznacdeni kompatibility

Prostredi

PowerTag A9 M63

znacky kvality

CE

smérnice 2014/53/EU - smérnice o radiovych zafizenich
pracovni nadmorska vyska 0...2000 m
provozni teplota -25...60 °C
teplota okoli pro uskladnéni -40...85°C

kategorie prepéti

Il conforming to IEC 61010-1

kategorie méreni

Kategorie Il conforming to IEC 61010-2-030

stupen kryti IP

IP20 conforming to IEC 60529

stupen ochrany IK

IKO5

Scfénelder

Electric
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Stupen znedisténi

relativni vihkost

0...95 % pfi 45 °C podle IEC 60721-3-3

odolnost proti vibracim

3M4 podle IEC 60721-3-3

elektromag.kompatibilita

Industrial electromagnetic environment podle IEC 61326-1
Vyzarovani EMC podle ETSI EN 301 489-17
Elmag. vyzarovani podle IEC 62311

environmental characteristics

Jednotky baleni

Prachotésné tfida 3S3 podle IEC 60721-3-3
Slana miha tfida 3C2 podle IEC 60721-3-3
Pouziti v interiéru

Typ baleni 1 PCE
Pocet jednotek v baleni 1 1

Vyska baleni 1 5,000 cm
Sitka baleni 1 6,000 cm
Délka baleni 1 8,500 cm
Hmotnost baleni 1 62,000 g
Typ baleni 2 S02
Pocet jednotek v baleni 2 48

Vyska baleni 2 15,000 cm
Sitka baleni 2 30,000 cm
Délka baleni 2 40,000 cm
Hmotnost baleni 2 3,312 kg
Zaruéni lhata

Zaruka 18 mésicu
29. 6. 2025
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Y .
'. Environmental Data

Spole¢nost Schneider Electric si klade za cil dosahnout do roku 2050 nulového stavu diky partnerstvi v dodavatelském fetézci,
materialim s mensim dopadem a obéznosti prostfednictvim nasi pokracujici kampané "Use Better, Use Longer, Use Again" s cilem
prodlouzit Zivotnost a recyklovatelnost produktu.

Vysvétleni Environmental Data >

Jak hodnotime udrzitelnost produktd >

@ environmentalni stopa

Uhlikova stopa (kg CO2 eq.) 29
Informace o Zivotnim prostfedi Environmentalni profil produktu
Use Better

< Materialy a obaly

Baleni s karténovym obalem Ano
Obal bez plastu Ano
Smérnice RoHS EU Spliiuje vyjimky
Cislo SCIP 590d29d0-ac78-4257-99d9-74124ea25a30
Nafizeni REACH Deklarace REACh
Use Again

O Prebaleni a opétovna vyroba

Zasilaci profil Informace o ukonéeni Zivotnosti

Zpétny odbér No

Produkt musi byt na trzich Evropskeé unie likvidovan podle
OEEZ A pokynu pro zvlastni sbér odpadu a nikdy se nesmi
vyhazovat do odpadkovych koSt

4 Life Is ®n Scléngider 29. 6. 2025
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https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://www.se.com/cz/cs/about-us/sustainability/guide-to-product-sustainability.jsp
https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP2201022
https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP2201022
https://download.schneider-electric.com/files?p_Doc_Ref=A9MEM1541_ROHS_DECLARATION&p_FileName=A9MEM1541_ROHS_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=A9MEM1541_ROHS_DECLARATION&p_FileName=A9MEM1541_ROHS_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=A9MEM1541_REACH_DECLARATION&p_FileName=A9MEM1541_REACH_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=A9MEM1541_REACH_DECLARATION&p_FileName=A9MEM1541_REACH_DECLARATION_CZ_cs-CZ.pdf
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI2201022
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI2201022
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Technical lllustration
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