TRESVOS VLRI

31623 INNOVA 1.5ft WB PC 8000/840 DALI 2x5P 8590515316236

e Stupen ochrany: IP66/IP69

e Okolni teplota: -25—45 °C

e Mechanicka pevnost: IK10

e Zivotnost: 50000 hodin

o Uginnost svitidla: 147 Im/W

¢ Index podani barev CRI: 80-89, 4000—4000 K

e Tolerance chromati¢nosti (MacAdam): SDCM3
e Vnéjsi svorkovnice 3 nebo 5 polova, prirez vodice 1,5 nebo 2,5 mm2
e Tfida ochrany: |

e Maximalni pocet svitidel na jisti¢ B16: 18

e Maximalni pocet svitidel na jisti¢ C16: 30

e Hodnota blikani Pst LM: 1

o Uginik: 0,95

¢ Hodnota stroboskopického efektu SVM: 0,4

e Celkové harmonické zkresleni: 10

o Trida energetické Ucinnosti svételného zdroje: C

e Zdkladna: Sedy PC (vysoka mechanicka odolnost, UV stabilita, RAL 7035)

¢ Difuzor: translucentni PC (vysokd mechanicka odolnost, UV stabilita)

o Reflektor: ocelovy plech bilé barvy (RAL 9003)

e Pripojeni: vnéjsi 5 pdlova, prirez vodice 1,5mm2 (2,5 mm2 na vyzadani)

e PIné automatizovana 100% kontrola funkénosti a tésnosti ve vyrobé, ventilaéni membrana eliminujici vznik podtlaku, kondenzatu
e Variabilni rozte¢ zavéseni 700 - 980mm, podpora instalace svitidla i na ptvodni konstrukci zavéseni

o Siroka vyzafovaci charakteristika Wide Beam (WB), optimalni montézni vyska svitidla 2,5 az 5 m

¢ Digitalné stmivatelny DALI driver (AC/DC)

e Vnéjsi svorkovnice pro pfipojeni napdjeciho kabelu - systém PLUG and PLAY
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