TRESVOS HIRARTRAIN

102582 NANOTTICA 1.5ft ES PC 8000/840 3F 8596328025822

e Stupen ochrany: IP66/IP69
e Okolni teplota: -25—45 °C
e Mechanicka pevnost: IK10
\ e Zivotnost: 50000 hodin
Q’ o Uginnost svitidla: 171 Im/W
4 e Index podani barev CRI: 80-89, 4000—4000 K
| (,/\'\"" e e Tolerance chromati¢nosti (MacAdam): SDCM3
s o Kabelové vyvodky: Sroubovaci PG 13,5
o > e Trida ochrany: |
— o Maximalni pocet svitidel na jisti¢ B16: 16
e e Maximalni pocet svitidel na jisti¢ C16: 27
N e Hodnota blikani Pst LM: 0,076
o Uginik: 0,95
¢ Hodnota stroboskopického efektu SVM: 0,022
e Celkové harmonické zkresleni: 10
o Trida energetické Ucinnosti svételného zdroje: B

e Zdkladna: Sedy PC (vysoka mechanicka odolnost, UV stabilita, RAL 7035)

o Difuzor: ¢iry PC s nanooptikou (vysoka mechanicka odolnost, UV stabilita)

o Reflektor: ocelovy plech bilé barvy (RAL 9003)

e Klipy: polyamid + 15 % skelné vlakno

e Tésnéni: polyuretan (PUR), vypénéna drézka zakladny

e Pfipojeni: bez§roubova pétipolova svorkovnice, 5-Zilova propojovaci kabeldz pro pribéznou montaz (prifez 1,5mm2, na vyzadani i 2,5mm2)
e Absolutni kontrola nad vyzafovanym svétlem diky patentované nanooptice

e Variabilni rozte¢ zavéseni 970 - 1230mm, podpora instalace svitidla i na plvodni konstrukci zavéseni

e Zakladni vyzarovaci charakteristika Medium Beam (MB), optimalni montazni vyska svitidla 3,5 az 8 m

o Elektronicky driver ON/OFF (AC, DC na vyzéadani)
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Svételny tok LED Svételny tok Spotreba Uginnost

A Ta Max.: g =4 s = Hmotnost netto:
Kéd Typ o zdroja svitidla: svitidla: svitidla:
[°c] [im) [im] W] [im/w] gl [mm] [mm]
102582 NANOTTICATSFLESPC 4y 8170 7680 448 171 21 1450  970-1230

8000/840 3F

Uvedené hodnoty spotieby a svételného toku jsou dle platnych standard( v toleranci + 7,5 %
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