PCE data sheet

Connection
tothe future

article# 9081001

article description Energy pillar steel PILA BV 2x16/5 2xSSD
1x9441 Ea IP54

description long 1xenergy still pillar1200x165x85mm (HxBxT) RAL 250
7016 IP54 R 20 &
front plate anodized aluminum | ’ 9
Electrical sector: solid rubber distribution box @ ] H
STEYREGG IP54 430x79x129
1xM25 cable gland from bottom side (cable \
diameter 13-18mm PG21) black . .
2xCEE-sockets16A 5p 400V protected with /
pre-fuse of supply line
2xSchuko sockets16A 250V IP54 protected with
pre-fuse of supply line
1xRCD 40A/4/0.03A (TYP A25AT) over all outlets iio
RCD made by Eaton OVE / VDE
rubber distribution box is ready wired on Schnitt A-A
Vario-Connectors 5poles 10gmm

GTIN (EAN) 9003399293160 AL A
country of origin AT
customs number 85371098 1
net weight 15.800 kg 165 85

minimum order quantitiy 1 - o
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@

ETIM 9.0 ECO000379
CEE socket outlet 16 A 2x16A5p400V

Number of socket outlets with 5
protective contact CEE 7/3

M. htips://www.pcelectric.at/shop/en/?func=detail &artnr
k= =9081001

(type F)

Protection None

Earth leakage switch Earth leakage switch with IFN 30 mA (standard)
Material housing Steel

Power supply/connection 1 cable (branch line)
possibility

Handling Energy bollard
Degree of protection (IP) IP54

Colour Grey

Height 1200 mm

Width 165 mm

Depth 85 mm
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